


SW38(Acoustic Hailing Device) is a crowd - control and hailing
device developed by slaudiolab co, .Ltd. This device was originally
intended to be used by Korean warships to warn incoming vessels
approaching without permission . Now, It could be use warn &
attack against pirates, against insurgents or protesters .



[ F e a t u r e s ]

Hʊigh sound power : 151dB
Hʊigh directional : А15Џ
Cʊlear voice message : Over 2km
Lʊong range hailing : Over 2km
Lʊong range notification : Over 2km
Sʊound attack : Under 100m

Shock Wave 38 is a long range
acoustic hailing or crowd control
device that send the word/tone
within specific region. It also can
attack pirates/crowds within 100m
distance .

[ U s a g e ]

Cʊlear the pirates or crowds
Lʊong range voice communication
ÅChange behavior
ÅEstablish intent

[ T y p i c a l  s c e n a r i o ]

Voice message......Warn1......Warn2......
Voice message......Sound attack



70dB : Busy street traffic

110 dB : Front row of rock concert

120- 130 dB : : Threshold of pain; deafening

140 dB : Military jet takeoff (@ 50 meters) 

146 dB : SW30P  ,  151 dB : SW38C 
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120- 130 dB : Threshold of pain; deafening

140 dB : Military jet takeoff (@ 50 meters) 

146 dB : SW30P  ,  151 dB : SW38C 
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110 dB : Front row of rock concert

120- 130 dB : Threshold of pain; deafening
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Maximum Volume(SPL) 

Backside Maximum
Volume(SPL)

Communications Range

Frequency Range

Amplifier Output

Acoustic "beam" Width

Power Input

Environment

Size and Weight

I T E M

151dB @ 1m front (peak)

95dB @ 1m backside of the device 

Hailing : Over SPL 80dB, 1kHz @ 1Km
Voice : Over 70dB @ 2Km

200Hz ~ 5kHz

1000 Watt

А15Џ(@ 1kHz/ - 3dB)

100 ~ 240VAC

Confirmation Letter of Declaration        
(No : XH090040 - 10001A)

Diameter : 50Cm, Thickness : 70Cm
Weight : 48(Amp is included)

S h o c k W a v e 3 8 C

146dB @ 1m front (peak)

95dB @ 1m backside of the device 

Hailing : Over SPL 75dB, 1kHz @ 1Km
Voice : Over 65dB @ 2Km

200Hz ~ 5kHz

1000 Watt

А15Џ(@ 1kHz/ - 3dB)

100 ~ 240VAC

Confirmation Letter of Declaration          
(No : XH090040 - 10001A)

Diameter : 40Cm, Thickness : 70Cm
Weight : 40kg (Amp in included),

S h o c k W a v e 3 0 C



No hauling, no stress to operator
(Backside SPL less than 95dB)

Voice message is intelligible over 2Km range
(Low frequency under 200Hz can be reproduced)

Within 300m occurs pain in ear
( Over 151dB@ 1m can be reproduced)





ANTI- RIOT

Long range voice messaging
Acoustic beam width ( А15Џ)
Sound attack (within 100 m )

1. Power input (110 - 240V)

2. High power (151dB) 

3. High directivity ( А15Џ)

4. All - in oᶅne

5. KC 

ANTI- RIOT

Long range voice messaging
Acoustic beam width ( Õ15Á)
Sound attack (within 50 m)

1. Power input ( 110-240V)

2. High power (over 146dB)

3. High directivity ( õ15ô)

4. All in one

5. KC 



Purpose of using LRAD

Tᶅo warn and get away the pirates. 

Nᶅever have been used in real battle.

LRAD Satisfaction with performance

- Not satisfied. It was stated that until 3000yards can be effective but on the       

test was effective within only 500yards.

Request for improvement

- Warning have to be effective more than 1,000 yards

ΞϗϥϡϰϯϮEffective Range(AK - 47/400m, RPG/700m) LRAD is needed to perform 

as non lethal weapon

- Too heavy to operate(40Kg) 

- ρϡϣϫϳϩϤϥΞϳϯϵϮϤΞϬϥ϶ϥϬΞϩϳΞϴϯϯΞϬϯϵϤΫΞϮϯϴΞϳϵϩϴϡϢϬϥΞϦϯϲΞϯϰϥϲϡϴϯϲᶯϳΞϳϡϦϥϴϹΞϡϮϤΞϯϰϥϲϡϴϩϯϮ

- Not suitable to use hot and humidity weather due to lack of water proof  and cooling system.

500yards

Woman voice 
recognizable

Uneasy to bear

700yards

Recognizable that is woman
voice/not recognizable

Recognizable 
hailing sound

1,000yards

Test on  Apr. 8th of 2009(Korean Navy Ship/ wind speed : 10kts)

Recognizable
only some sound

Type

Voice

Hailing

Recognizable 
only some sound



Shockwave series were approved safety 
ϣϥϲϴϩϦϩϣϡϴϩϯϮᶳϊςᶳΞϩϮΞϴϨϥΞϊώϒτπΞϧϯ϶ϥϲϮϭϥϮϴέ

Reference URL  http:// www.kcmark.or.kr



[ Long Range Acoustic Device adapted by Government for defense use]

The Technology is sourced from 
ϧϯ϶ϥϲϮϭϥϮϴᶯϳΞϤϥϦϥϮϳϥΞ
development program (ACTD * )

* ACTD(Advanced Concept 
Technology Demonstration) : 
Government endorsing Defense 
Program to adapt civilian technology 
to develop defense systems with 
renovated operational combat 
capabilities



ÅώϰϥϲϡϴϩϯϮΞϧϲϡϮϴϥϤΞϵϮϤϥϲΞϊϯϲϥϡᶯϳΞψϮϤϵϳϴϲϩϡϬΞϓϡϦϥϴϹΞϡϮϤΞ

Health Regulation. 

ÅϊϯϲϥϡᶯϳΞϲϥϮϯϷϮϥϤΞϵϮϩ϶ϥϲϳϩϴϹΞϰϵϢϬϩϳϨϥϳΞϴϥϳϴΞϲϥϳϵϬϴϳΞ

prove no physical damage restrictions applied to the

operation of Shockwave. 

ÅWidely in operation mᶅore than 5,000 units are in 

operation worldwide.

Product Type

Acoustic Output

1000X

142.1

100X

127.0

SW38M

144.0

SW30P

137.0

Max output per 1kHz( dBA)

Acoustic Output



ŜR
How to use














